
KONSTRUCTA
FIRE-SAFE RANGE – SITE CABIN SIZES

Protect your construction site with the only fire-rated, energy-saving site 
buildings on the market. Discover the range of site cabin sizes below.

SINGLE STOREY BUILDING DIMENSIONS (MM)

KS071 KS092 

EXTERNAL LENGTH 7384 9560

EXTERNAL WIDTH (LOW LEVEL LIFTING LEG) 2994 3360

EXTERNAL HEIGHT* 2573 2573

HEIGHT FROM LORRY PLATFORM 2539 2539

LEG CENTRES (LENGTH) 5280 5700

LEG CENTRES (WIDTH) 2810 3176

INTERNAL LENGTH 7208 9384

INTERNAL WIDTH 2592 2958

CEILING HEIGHT 2300 2300

FOUNDATION TO FINISHED FLOOR LEVEL* 165 165

FLOOR AREA (M2) 18.68 27.76

TWO STOREY BUILDING DIMENSIONS (MM)

KS071 KS092 

EXTERNAL HEIGHT* 5146 5146

GROUND FLOOR LEVEL TO FIRST FLOOR LEVEL* 2573 2573

SINGLE STOREY BUILDING DIMENSIONS (FT/IN)

KS071 KS092 

EXTERNAL LENGTH 24’ 2” 31’ 4”

EXTERNAL WIDTH (LOW LEVEL LIFTING LEG) 9’ 8” 11’ 0”

EXTERNAL HEIGHT* 8’ 5” 8’ 5”

HEIGHT FROM LORRY PLATFORM 8’ 4” 8’ 4”

LEG CENTRES (LENGTH) 17’ 4” 18’ 8”

LEG CENTRES (WIDTH) 9’ 3” 10’ 5”

INTERNAL LENGTH 23’ 8” 30’ 9”

INTERNAL WIDTH 8’ 6” 9’ 8”

CEILING HEIGHT 7’ 7” 7’ 7”

FOUNDATION TO FINISHED FLOOR LEVEL* 6” 6”

FLOOR AREA (FT2) 201.1 298.1

TWO STOREY BUILDING DIMENSIONS (FT/IN)

KS071 KS092 

EXTERNAL HEIGHT* 16’ 11” 16’ 11”

GROUND FLOOR LEVEL TO FIRST FLOOR LEVEL* 8’ 5” 8’ 5”

* Lodastrut legs fully retracted.


